
Introducing Amphenol 6G SAS SFF8087 Internal Cable Solutions 

 AMPH-8787-XXX - Mini SAS 36 to Mini SAS 36 Cable Series

 AMPH-874S-XXX - Mini SAS 36 to 4 X SATA with Latches

Features: 
o High Performance Cables – Differential pair signaling with less than 10ps/m in pair skew and maximum

of 6dB/m of attenuation at 4.5 Ghz. Foil in cable construction provides improved EMI.
o Signal Integrity – Provides end-to-end signal integrity. Our process controlled termination assures

performance at both SATA (1.5Gbps), SATAII (3.0Gbps) as well as SAS (3.0Gbps) data rates in the
same cable.

o Smaller Cable Package – Thinner 30Awg and more flexible cables allow for many efficient routing with
improved airflow and thermal mechanics. Configuration of storage devices is simplied.

o Cost Effectiveness and Scalability – World class manufacturing to support the desktop market cost
drivers and reliability of the server market.

o Varieity Solutions – Straight, R/A, side exit configuration, fan-out assemblies, 26Awg/30Awg wire

options,26,36,50,68 postions, and host base / target base fan-out assemblies…etc

Performance Test Data is shown as below 

AMPH-8787-XXX:

SFF-8087 to SFF-8087 Cable 
with XXX as the standard or 
customized length in cm 

AMPH-874S-XXX:

SFF-8087 to 4 SATA2 Cable with 
XXX as the standard or 
customized length in cm 
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